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P H O T O V O L T A I C  
 -  A  C L E A N  S O L U T I O N    

Solar Power for: 
homes, schools, refugee camps, hospitals and health clinics 
Danish Solar Energy offers flexible photovoltaic systems.  Typical application Light-
ing, TV/radio, portable communication, vaccine storage, laptop, printer, fax am. 
 
Our flexible power systems is the result of 15 of years experience in solar photo-
voltaic. The systems has quit a few advantages: 
 
*The systems generate electricity with no noise, smell, fumes or contamination. 
 
*Once installed, the systems produce energy at no cost, providing complete independ-
ence from external sources of fossil fuels, with all the associated cost and transport 
problems. 
 
*Virtually maintenance free, their life span is estimated to be between 25-30 years, 
due to the absence of moving parts that are subject to mechanical flaws and wear and 
tear. 
 
*The systems are easily supplemented through the addition of panels. A generator, on 
the other hand, has to be replaced if you want to increase the energy production. 
 
*The systems do not waste energy, in marked contrast to generators powered by fossil 
fuels, which have a constantly high consumption regardless of the amount of energy 
required! 

Please contact us for support and assistance 

Phone: +45 39 43 77 67 

Fax: +45 39 43 77 68 

E-mail: info@dansksolenergi.dk 

www.dansksolenergi.dk 

Glückstadtvej 2 

DK—2100 Copenhagen  

Freeport 

Denmark 

D A N S K  S O L E N E R G I  
D A N I S H  S O L A R  E N E R G Y  

 



PHOTOVOLTAIC POWER PLANT HHEEMM  11  
50 WP solar power /direct current 12V  

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This equipment supplies direct current (12V dc) and 
alternating current (110 or 220Vac), and can be supplemented 
with one extra panel of 50 Watts. It is composed of: 
 
V 1 Solar panel HEM Photovoltaic (25 year guarantee), 50 

Watts/12V with assembly frames of 15° in aluminum.  
V 1 Battery charge controller, 12Amp. load, 12 Amp. 

consumption. 
V 1 Solar  battery, 110 Amp. (brand can change) 
V 1 Inverter, modified sine, 12Vdc - 120 or 220Vac, 300 W 

Cont. - 600 W. peak power. 
V Complete set of assembly cables including fuses and 

terminals. 
V Installation manuals and diagrams in English. 
 
This power plant produces, according to an average estimated 
calculation of solar irradiation in countries located between the  
20° north and 20° south parallels, a nominal effect of 
235Wh/day i.e 
  

Electrical appliances Daily 
use 

Weekly 
use 

3 Energy saving lamps, 12V – 11W x hr. 3 hrs. 7 days  
1 Computer, 110V/220V - 90Wx hr. 2 hrs. 5 days 

 
 
 
 
 
 
 
 

PHOTOVOLTAIC  
 
 

PHOTOVOLTAIC POWER PLANT HHEEMM  55   
140WP solar power / direct current 12V 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This equipment supplies direct current (12V dc) and 
alternating current (110 or 220Vac), and can be supplemented 
with one extra panel of 140 Watts. It is composed of: 
 
V 1 Solar panel HEM Photovoltaic (25 year guarantee), 

140W/12V Watts with assembly frames of 15° in 
aluminum..  

V 1 Battery charge controller 20 Amp. load, 20 Amp. 
consumption.  

V 1 Solar batteries, 200 Amp. (brand can change) 
V 1 Inverter, pure sine wave, 12Vdc - 120 or 220Vac 600W 

Cont. -  1200 W peak power 
V  Complete set of assembly cables including fuses and 

terminals. 
V Installation manuals and diagrams in English. 
 
 
This power plant produces, according to an average estimated 
calculation of solar irradiation in countries located between the  
20° north and 20° south parallels, a nominal effect of 644 
Wh/day i.e., sufficient energy to supply for example: 
 

Electrical appliances Daily 
use 

Weekly 
use 

3 Energy saving lamps, 12V – 11Wx hr. 3 hrs. 7 days  
1 Computer, 110V/220V - 90Wx hr. 4 hrs. 5 days 
1 Printer (Ink Jet), 110V/220V - 35Wx hr. 2 hrs. 5 days 

 
 
 
 
 
 
 
 
 
 
 

PHOTOVOLTAIC POWER PLANT  HHEEMM  66  
85 Watt solar power /12V direct current 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This equipment supplies direct current (12V dc) and 
alternating current (110 or 220Vac), and can be supplemented 
with one extra panels of 85 Watts. It is composed of: 
 
V 1 Solar panel HEM Photovoltaic (25 year guarantee), 85 

Watts with assembly frames of 15° in aluminum..  
V 1 Battery charge controller,  20 Amp. load, 20 Amp. 

consumption. 
V 1 Solar  battery, 135 Amp. (brand can change) 
V 1 Inverter, pure sine wave, 12Vdc - 120 or 220Vac 300W 

Cont.- 600 W peak power. 
V Complete set of assembly cables including fuses and 

terminals. 
V Installation manuals and diagrams in English. 
 
 

This power plant produces, according to an average 
estimated calculation of solar irradiation in countries located 
between the  20° north and 20° south parallels, a nominal 
effect of 399 Wh/day i.e., sufficient energy to supply for 
example: 
 

Electrical appliances Daily 
use 

Weekly 
use 

4 Energy saving lamps, 12V – 11Wx hr. 3 hrs. 7 days 
1 Computer, 110V/220V - 90Wx hr. 3 hrs. 5 days 

 

Danish Solar Energy Ltd. - Dansk Solenergi RI ApS 
Glückstadtsvej  2,  DK-2100  Copenhagen 
Fax:  +45 3943 7768 /  Phone :  +45 3943 7767 
info@dansksolenergi / www.dansksolenergi.dk 




